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Data interchange on 130 mm rewritable and write once read many Ultra Density Optical (UDO) disk cartridges – Capacity: 60 Gbytes per cartridge – Second generation
1st edition, December 2007



This Ecma Standard specifies the mechanical, physical, and optical characteristics of a 130 mm optical disk cartridge (ODC) that employs thermo-optical Phase Change effects to enable data interchange between such disks.

This Ecma Standard specifies two types, viz.:

	Type RW (Rewritable) provides for data to be written read and erased many times over the recording surfaces of the disk.
	Type WORM (Write Once Read Many) provides for data once written to be read a multiplicity of times. This type shall use a Write Once Read Many times recording material (written marks cannot be erased and attempted modifications of the written marks are detectable). Multisession (incremental write operations) recording may be performed on Type WORM disks.


The disk shall be two-sided with a nominal capacity of 30,0 Gbytes per side and the cartridge (two sides) shall provide a nominal capacity of 60,0 Gbytes.

This Ecma Standard specifies:

	the conditions for conformance testing and the Reference Drive;
	the environments in which the cartridges are to be operated and stored;
	the mechanical, physical and dimensional characteristics of the cartridge so as to provide mechanical interchangeability between data processing systems;
	the format of the information on the disk, both embossed and user-written, including the physical disposition of the tracks and sectors, the error correction codes, the modulation methods used;
	the characteristics of the embossed information on the disk;
	the thermo-optical characteristics of the disk, enabling processing systems to write data onto the disk;
	the minimum quality of user-written data on the disk, enabling data processing systems to read data from the disk.


This Ecma Standard provides for interchange between optical disk drives. Together with a standard for volume and file structure, it provides for full data interchange between data processing systems.


Download this standard
Classification
CategoryData interchange – optical disks and cartridges
SubcategoryOptical disks and cartridges
Technical CommitteeTC31
ISO/IEC number11976
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Cookie and privacy settings








Necessary cookies
Essential cookies are strictly necessary for the proper operation of our site. In particular, they govern the principles of navigation and memorize some of your choices between pages. If you refuse them, your browsing experience may be affected.



Analytics cookies
Analysis cookies collect statistical and anonymous information on the traffic recorded on our site. They help us to improve our pages, in order to better meet our users' expectations. If you do not want us to record your visit, you can disable this tracking.


Click to enable/disable Google Analytics tracking.



Additional services
We also use various external services such as Google WebFonts and Google Maps. These providers may collect data such as your IP address. If you deactivate these cookies, the appearance of our site may have a negative impact on your reading experience. Changes will take effect once you reload the page.  


Click to enable/disable Google Webfonts.


Click to enable/disable Google Maps.



Privacy policy
You can find out more about our use of cookies on our privacy policy page.




SaveDeactivate all cookies
Check to enable permanent hiding of message bar and refuse all cookies if you do not opt in. We need 2 cookies to store this setting. Otherwise you will be prompted again when opening a new browser window or new a tab.
Click to enable/disable essential site cookies.




 
 
 
































